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TBJ Model 24-36 DD Downdraft Workstations  (ref. dwg. R94055)

The TBJ Model 24-36 DD Downdraft Table is designed to provide a ventilated
workstation for animal necropsies, surgeries, perfusions, and dissections. The table
shall function to pull air, odors, vapors, and aerosols down and away from the face of
personnel when connected to a negative air source. Chemicals such as formalin,
alcohol, and xylene are controlled and can be kept below OSHA permissible expo-
sure limits thus providing a healthier, safer work environment.

Standard Design and Construction:
Overall table dimensions shall be 36” long x 24” wide. The work surface height shall
be 37” high. The vented work surface area shall be 24” long x 21” wide.

The table shall utilize Type 316 stainless-steel construction for all welded-wetted sink
and drain pan components. All welds shall be heliarc. All exposed welds shall be
ground to a seamless polished finish.

The table shall utilize 18 gauge T316 stainless-steel, removable, perforated,
work- surface panels. The panels shall be recessed 1/4” below the table perimeter
to prevent fluids from escaping the work area.

The table shall utilize a stainless-steel, precision, engineered, removable, internal
baffling system to create a uniform downdraft air velocity across the entire perforated
work surface.

An exhaust connection shall be located on the top of the table. The table shall
include a manually-adjustable exhaust damper for varying the air volume and down-
draft velocity.

NOTE: Exhaust connections can be located on the top for through-ceiling connec-
tion, on the back for through-wall connection, or on the bottom for through-floor
connections. Connections can also be round or rectangular.

The table drain pan shall be sloped to one end, under the exhaust plenum, for
complete drainage and shall be designed for ease in cleanability to prevent buildup
of debris and bacteria.

The table shall utilize a control valve, vacuum breaker, and (2) flush down manifolds
which horizontally run the length of each side of the table, below the work surface to
rinse away fluids and debris.

The table shall be equipped with a chrome-plated, hot-and-cold laboratory faucet
with vacuum breaker, swing spout, and clear phenolic finish.

The table shall include a hand spray gun assembly with 8 ft. recoil hose for
table cleanup.

The table shall utilize a double pedestal design which provides knee and leg room
beneath the table, thus allowing the user the option of stool-height seating or
standing during procedures.

The table shall be factory pre-plumbed and pre-wired ready for single-point
connection of utilities on site.



Utility Requirements
CW --- Cold Water - 1/2" N.P.T.

HW --- Hot Water - 1/2" N.P.T.

D --- Drain - 2" N.P.T.

EX --- Exhaust - 6" x 20"

Table Exhaust Information
The following chart should be used as
a guide for determining the maximum
building exhaust volume required for
specific downdraft velocities.

NOTE: Facility air handling outlets
adjacent to the table work surface wall
can alter capture values.

Air Velocity      Volumetric 
Air Flow (CFM)

80 235.0

90 262.5

100 290.0

110 317.5

120 345.0

130 372.5

140 400.0

150 427.5

Warranty
All components are warranted to be
free from defects in material and
workmanship for a period of one (1)
year, when used in accordance with
manufacturer’s instructions.
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