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TBJ Model 25-60 Tissue Trim Workstation (ref. dwg. R96025)

TBJ’s Tissue Trim Workstation is designed to provide a complete ventilated work
station that is both functional and easy to maintain for tissue trimming procedures as
well as other associated procedures.

Standard Design and Construction:
Units are constructed of 100% heavy-gauge stainless steel with a polished finish.
All welded, wetted components are constructed of tType 316 construction. The work
surface area includes a cutting board depression that is sloped to drain. A large
integral sink with a cold water faucet and stainless-steel formalin faucet is included.
A low flow water outlet with a serrated end is also included to allow for gentle rinsing
of specimens. Both the water and formalin are controlled by remote mounted valves.
Both the cutting board drain and sink drain are equipped with fine mesh strainers to
prevent the loss of specimens.

The workstation includes a laminated viewing window that pivots 120 degrees via
gas-operated cylinders. Lighting is provided by a 4-foot-long fluorescent fixture. An
external GFCI outlet is also included. The unit can also be equipped with an optional
disposer.

The workstation has a 4” x 28” vent slot that provides backdraft ventilation to the
work area. A flanged 4 1/2” x 12” duct connection is provided. The unit can also be
equipped with an optional vented storage/transfer cart system with filter.

Installation requirements:
This workstation is designed for single-point connection of utilities on site.
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Utility Requirements
C --- Cold Water - 1/2” I.P.S.

E --- Electrical - 115V., 1 PH., 60 Hz., 15 Amps

D --- Drain - 1-1/2” I.P.S.

F --- Fromalin - 1/2 I.P.S., Stainless Lines

E --- Exhaust- (2) - 4” x 12” Connection
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Warranty
All components are warranted to be
free from defects in material and work-
manship for a period of one (1) year,
when used in accordance with manu-
facturer’s instructions.

1671 Orchard Drive
Chambersburg, PA 17201
Phone: (717) 261-9700
Fax: (717) 261-1730                             

TBJ Model Tissue Trim 
Workstation (ref. dwg. R96025)

Specification and drawing are subject to change without notice unless certified by factory.
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