
Downdraft/Backdraft Workstations   ..........
TBJ Model 30-34 
Down/Back Draft Trim Station (ref. dwg. R02188)

Options and Accessories:
(consult options brochure for
more detailed information)

• Manual or electric push-button 
height adjustability

• Ground fault circuit interrupter 
(GFCI) receptacle

• Formalin dispensing system with 
pump and supply carboy

• Detachable side shelf

• Halogen task lamp w/magnifier             

• 3.5 diopter fluorescent magnifier  

Description:
The TBJ Model 30-34-S Downdraft/Backdraft Table is designed to provide a
ventilated workstation for tissue trimming procedures as well as small animal
necropsies, surgeries, perfusions and dissections. The table shall function to pull
air, odors, vapors and aerosols both down and away and back and away from the
face of personnel when connected to a negative air source. The work surface
shall be made of a removable stainless steel panel with an 8 1/2” x 11” thermo
plastic cutting board recessed into the panel as part of the work surface. The
stainless steel panel shall include perimeter perforations to provide downdraft
ventilation around all 4 sides of the cutting board. Chemicals such as formalin,
alcohol and xylene are controlled and can be kept below OSHA permissible
exposure limits thus providing a healthier, safer work environment.

Standard Design and Construction:
Overall table dimensions shall be 30” long x 34” wide. The work surface height
shall be 30” high. The vented work surface area shall be 24” long x 21” wide.
The backdraft area shall be 8” high x 24 1/2” long.

The table shall utilize Type 316 stainless steel construction for all welded-wetted
sink and drain pan components. All welds shall be heliarc. All exposed welds
shall be ground to a seamless polished finish.

The table shall utilize an 18 gauge T316 stainless steel removable work surface
panel. The panels shall be recessed 1/4” below the table perimeter to prevent
fluids from escaping the work area. The panel shall have perimeter perforations
and a recessed cutting board.

The table shall be designed with a sloped bottom to create an air plenum for
downdraft ventilation and allow for knee space to enable users to be seated
comfortably during use of the table.

A backdraft exhaust grill shall be integrated into the duct plenum and be 
equipped with an adjustable slide damper.

An exhaust connection shall be located on the top of the table. NOTE: Exhaust
connections can be located on the top for through-ceiling connection, on the 
back for through-wall connection or on the bottom for through-floor connections.
Connections can also be round or rectangular.

The table shall include a removable cup sink to allow for disposal of formalin into
a collection carboy with a quick disconnect fitting.

The table shall include a PVC formalin dispensing faucet for connection to a
house supplied formalin source (an optional formalin dispensing system with
pump and supply carboy can also be provided).

The table shall include a retractable hand spray for table clean up.

The table shall include a 12” x 18” shelf. The shelf shall include an under cabinet
fluorescent light fixture with On/Off switch to illuminate the work surface.

The table shall utilize a heavy duty tubular base frame with adjustable leveling
feet for stability.

The table shall be factory pre-plumbed and pre-wired ready for single point
connection of utilities on site.

The table shall be manufactured in the United States and utilize American made
components where applicable.



Utility Requirements
F --- Formalin - 1/2” I.P.S.

CW --- Cold Water - 3/4” I.P.S.

D --- Drain - 2” I.P.S.

EX --- Exhaust - 4” X 12”, 290 CFM

E --- Electrical - 115V., 1 PH., 60 Hz., 15 AMP
(3-PRONG PLUG W/A 6 FT. EXTENSION)

Warranty
All components are warranted to 
be free from defects in material and
workmanship for a period of one (1)
year, when used in accordance with
manufacturer’s instructions.
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TBJ Model 30-34 DD/BD 
Down/Back Draft Trim Station 
(ref. dwg. R02188)

Specification and drawing are subject to change without notice unless certified by factory.
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