
Backdraft Workstations   ..........
TBJ Model SNS-60 
Vented Surgical and Necropsy Station  (REF. DWG. 95037)

The TBJ Model SNS-60 Surgical and Necropsy Station is designed for necropsy and
small animal surgical procedures.

Size:
The station is a complete packaged unit, 60” long with a work surface height of 36”.
The overall height including the hood and vent is 61-1/2”.

Construction:
Overall: For durability, strength and sanitation purposes, the station is all welded
stainless steel construction, T316 with a #4 satin finish. The work surface is provided
with a marine edge to prevent spills. The stainless steel tubular frame supports the
unit and is provided with adjustable bullet-type leveling feet.

Hood: A stainless steel hood is located over the work surface covering the top, rear
and both ends. The top is provided with a vent 4” x 15”, for connection to the build-
ing exhaust system. A perforated diffusion panel shall be provided at the inside rear
portion of the hood to provide a more uniform negative exhaust across the entire
work surface. The front panel of the hood is inclined forward to trap fumes and odors
and is furnished with a viewing panel 48” long x 10” wide to permit visibility during
procedures.

Lighting: The standard unit is provided with a fluorescent fixture to illuminate the
work surface. The fixture is controlled by an “Off-On” switch located on the lower
front of the unit.

Options and Accessories:
(select as required)                     

• Lighting: A surgical light with a 12”
reflector can be provided. The light 
shall be station mounted on the right 
or left side of the station and shall 
have an adjustable arm length of 41”
with a vertical sweep of 30-1/2”. The 
rotation capability shall be 180˚. The 
light shall be furnished with a 6’ long 
line cord and 3-prong grounded plug.

• Sink: An integrally mounted sink can 
be provided in the work surface. The 
sink shall be a minimum 7” deep x 10”
long x 14” wide and have a chrome- 
plated faucet with a swivel-type goose
neck spout and two (2) wrist-blade 
handles. The sink shall have a basket 
type strainer-stopper.

• 3/4 HP heavy duty disposer (only if 
equipped with sink).

• Waterproof duplex outlet (120V).



Specification and drawing are subject to change without notice unless certified by factory.

Utility Requirements
Exhaust -- 420 @ 1/8 S.P. 4" x 15"

Electrical -- Wall outlet, female 3-prong grounded receptacle, 120 v., 60 hz

Drain -- 1-1/2" NPT (only if sink Option #5.2 is selected)

Cold Water -- 1/2"   20-50 PSIG (only if sink Option #5.2 is selected)

Hot Water -- 1/2"    20-50 PSIG (only if sink Option #5.2 is selected)

Warranty
One Year - All components to be free
from defects in materials and workman-
ship when used in accordance with the
manufacturer’s instructions.
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